
Daniel Ng
Glenn Research Center, Cleveland, Ohio

Two-Step Calibration of a Multiwavelength
Pryometer for High Temperature
Measurement Using a Quartz Lamp

NASA/TM—2001-211124

September 2001



The NASA STI Program Office . . . in Profile

Since its founding, NASA has been dedicated to
the advancement of aeronautics and space
science. The NASA Scientific and Technical
Information (STI) Program Office plays a key part
in helping NASA maintain this important role.

The NASA STI Program Office is operated by
Langley Research Center, the Lead Center for
NASA’s scientific and technical information. The
NASA STI Program Office provides access to the
NASA STI Database, the largest collection of
aeronautical and space science STI in the world.
The Program Office is also NASA’s institutional
mechanism for disseminating the results of its
research and development activities. These results
are published by NASA in the NASA STI Report
Series, which includes the following report types:

• TECHNICAL PUBLICATION. Reports of
completed research or a major significant
phase of research that present the results of
NASA programs and include extensive data
or theoretical analysis. Includes compilations
of significant scientific and technical data and
information deemed to be of continuing
reference value. NASA’s counterpart of peer-
reviewed formal professional papers but
has less stringent limitations on manuscript
length and extent of graphic presentations.

• TECHNICAL MEMORANDUM. Scientific
and technical findings that are preliminary or
of specialized interest, e.g., quick release
reports, working papers, and bibliographies
that contain minimal annotation. Does not
contain extensive analysis.

• CONTRACTOR REPORT. Scientific and
technical findings by NASA-sponsored
contractors and grantees.

• CONFERENCE PUBLICATION. Collected
papers from scientific and technical
conferences, symposia, seminars, or other
meetings sponsored or cosponsored by
NASA.

• SPECIAL PUBLICATION. Scientific,
technical, or historical information from
NASA programs, projects, and missions,
often concerned with subjects having
substantial public interest.

• TECHNICAL TRANSLATION. English-
language translations of foreign scientific
and technical material pertinent to NASA’s
mission.

Specialized services that complement the STI
Program Office’s diverse offerings include
creating custom thesauri, building customized
data bases, organizing and publishing research
results . . . even providing videos.

For more information about the NASA STI
Program Office, see the following:

• Access the NASA STI Program Home Page
at http://www.sti.nasa.gov

• E-mail your question via the Internet to
help@sti.nasa.gov

• Fax your question to the NASA Access
Help Desk at 301–621–0134

• Telephone the NASA Access Help Desk at
301–621–0390

• Write to:
           NASA Access Help Desk
           NASA Center for AeroSpace Information
           7121 Standard Drive
           Hanover, MD 21076



NASA/TM—2001-211124

September 2001

National Aeronautics and
Space Administration

Glenn Research Center

Daniel Ng
Glenn Research Center, Cleveland, Ohio

Two-Step Calibration of a Multiwavelength
Pryometer for High Temperature
Measurement Using a Quartz Lamp



Available from

NASA Center for Aerospace Information
7121 Standard Drive
Hanover, MD 21076

National Technical Information Service
5285 Port Royal Road
Springfield, VA 22100

Available electronically at http://gltrs.grc.nasa.gov/GLTRS

http://gltrs.grc.nasa.gov/GLTRS


NASA/TM—2001-211124 1 

Two-Step Calibration of a Multiwavelength Pyrometer for High Temperature 
Measurement Using a Quartz Lamp 

 
Daniel Ng 

National Aeronautics and Space Administration 
Glenn Research Center 
Cleveland, OH 44135 

 
Introduction 
 
There is no theoretical upper temperature limit for pyrometer application in temperature measurements. NASA 
Glenn’s multiwavelength pyrometer can make measurements over wide temperature ranges(1). However, the 
radiation spectral response of the pyrometer’s detector must be calibrated before any temperature measurement 
is attempted, and it is recommended that calibration be done at temperatures close to those for which 
measurements will be made. Calibration is a determination of the constants of proportionality at all 
wavelengths between the detector’s output (voltage) and its input signals (usually from a blackbody radiation 
source) in order to convert detector output into radiation intensity. To measure high temperatures, the detectors 
are chosen to be sensitive in the spectral range from 0.4 to 2.5 µm. A blackbody furnace equilibrated at around 
1000 °C is often used for this calibration. Though the detector may respond sensitively to short wavelengths 
radiation, a blackbody furnace at 1000 °C emits only feebly at very short wavelengths. As a consequence, the 
calibration constants that result may not be the most accurate. For pyrometry calibration, a radiation source 
emitting strongly at the short wavelengths is preferred. We have chosen a quartz halogen lamp for this purpose. 
 
Method and Results 
 
It would be most desirable to calibrate the pyrometer with a blackbody furnace equilibrated at temperatures 
near the application temperatures (2000 or 3000 °C). Suitable blackbody furnaces in this temperature range are 
very inconvenient to use and set up. A great deal of time and preparation is needed to use them, including 
additionally the provision for an inert gas curtain and other procedures to establish the condition reproducing a 
known temperature. Commercial quartz halogen lamps are efficient emitters of radiation from approximately 
0.4 to 2.5 µm. They are also easier to use. But a quartz lamp is not particularly useful for pyrometry calibration 
because unlike blackbody furnaces, whose temperatures can be readily determined using thermocouples, the 
quartz lamp filament temperature cannot be measured so straightforwardly. The spectral emissivity of the 
tungsten filament in a quartz lamp is complex. Furthermore, the individual spectral transmissivity of the quartz 
envelope enclosing the filament is also not known. However, if a reliable procedure which will facilitate the 
quartz lamp to be used as a pyrometer calibration source can be devised in spite of these factors, it would be 
desirable and beneficial. 
 
The calibration response function K(λ) built into the multiwavelength pyrometer spectrometer by the 
manufacturer is related to the spectrum of a calibrating blackbody by 

( ) ( ) ( ) ( )[ ]0T,λPT,λP/λSλK −=      (1) 

where S(λ) is the spectrometer output volt signal in response to P(λ,T), the blackbody furnace radiation input 
signal it receives at wavelength λ and temperature T according to the Planck function given by 
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T0 is the temperature of a built-in internal blackbody furnace in the spectrometer, c1 and c2 are the radiation 
constants. The pyrometer’s response function (calibration constant) K(λ) has the unit of volts per energy. Once 
T and T0 are known, K(λ) is obtained with the same accuracy as S(λ). So if the detectors are very sensitive to 
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short wavelength radiation, but there is hardly any intensity from the blackbody furnace at those wavelengths, 
then S(λ) and hence K(λ) will be just due to noise in the detector. 
  
To measure temperature, an experimenter needs only the radiation spectrum W(λ) which the pyrometer 
(spectrometer) hardware and software automatically generate according to Eq. (3) below, after a suitable 
calibration has been properly accomplished. The intermediate quantities S(λ), and the determined once only 
K(λ) are of no concern to the experimenter, and are almost never outputted.  

( ) ( ) ( ) ( )0Tλ,Pλ/KλSλW +=       (3) 

The explicit relationship between W(λ), the emissivity (ελ) of the emitting surface, the transmissivity (τλ) of 
the intervening medium, and the emitter temperature T is given by 
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The multiwavelength pyrometer we used in this investigation has been described elsewhere(1). Eq. (4) connects 
P(λ,T0) with Lλ through S(λ) and K(λ). It is configured to accept signals (radiation) via a 20-meter long silica 
optical fiber. By simply positioning the input end of the fiber to receive radiation from a blackbody furnace 
equilibrated at temperature TBB = 1294 K, a standard calibration will be completed according to Eq. (1). The 
calibration takes the fiber’s transmission, acceptance angle (numerical aperture) and other characteristics into 
consideration and incorporated them in the spectrometer (calibration) response function K(λ).  
 
After completing a blackbody furnace calibration, the multiwavelength pyrometer can easily measure the 
quartz lamp filament temperature (TQ) if the product τλελ of the lamp filament spectral emissivity (ελ), and the 
lamp envelope’s quartz spectral transmissivity (τλ), is constant or nearly constant.  
 
Ninety watts of electrical power is dissipated through the filament of a quartz lamp. The input end of the  
20-meter silica fiber is connected to the fiber optics output connector in the quartz lamp’s housing. A recorded 
spectrum of the quartz lamp is shown in Fig. 1. Eq. (5) below, which describes how to transform the spectral 
data of Fig. 1 into a straight line to determine the lamp filament temperature TQ, is reproduced from Ref. 1.   
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Shown in Fig. 2 are two positive sloped straight lines corresponding to 2 different values of τλελ in Eq. (5) in 
the appropriate data regions. They fitted the data derived from Fig. 1 very well. These lines intercepted the  
Y-axis at the same point to give a quartz lamp temperature of 3156 K. A positive slope implies τλελ <1 in  
Eq. (5). Alternatively this also implies that the quartz lamp radiation source is emitting less than a blackbody 
and/or some of the emitted radiation has been absorbed (lost) on going through the quartz envelope, and can 
also include changes in the geometry view factor.  
 
A new (re)-calibration of the multiwavelength pyrometer is now performed using the quartz lamp as the 
radiation source, again according to Eq. (1) but using T = TQ = 3156 K. The quartz lamp calibrated 
multiwavelength pyrometer is next used to record a spectrum of the blackbody furnace, shown in Fig. 3. 
Transformation of the data in Fig. 3 according to Eq. (5) produced a straight line, which is shown in Fig. 4. 
The intercept of the straight line in Fig. 4 determined the temperature of the blackbody furnace to be 
TBB = 1294 K again. Observe that the straight line in Fig. 4 exhibited a negative slope, corresponding to 
τλελ > 1, i.e. the blackbody furnace is more emissive than the quartz lamp filament in the second calibration. It 
therefore reflects the fact that radiation arriving at the spectrometer from the blackbody furnace did not suffer 
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absorption by a quartz envelope. Both factors (conditions) have been incorporated into the quartz lamp 
response function (calibration constants) but they are now no longer present.  
 
All spectra measured (recorded) by the quartz lamp calibrated multiwavelength pyrometer can be corrected for 
this apparent enhanced emission. It is simply done by multiplying these spectra by a factor at each of their 
wavelengths to get back the correct intensity. This multiplication factor is readily obtained by performing a 
wavelength by wavelength division of two quantities, which are obtained (i) from a Planck function of 
temperature corresponding to that of the blackbody furnace (T = 1294 K) and (ii) from the experimentally 
recorded spectrum of the blackbody furnace at this same temperature, i.e. the spectrum in Fig. 3.  
 
Mathematically, the multiplication of a correction factor is a normalization transformation which removes the 
effects due to the incorporation of the quartz lamp (emissivity and transmissivity) properties into the pyrometer 
response function during calibration. The spectral dependence of this multiplicative normalization factor is 
shown Fig. 5. There is no apparent strong spectral dependence through out. 
 
The blackbody furnace (at 1294 K) and quartz lamp (at 3156 K) calibration response functions, K(λ), 
calculated according to Eq. (1) are shown in Figs. 6 and 7. At first examination, apart from their magnitudes, 
which arose owing to temperature, intensity and geometry differences between the blackbody furnace and the 
quartz lamp, their spectral appearances are quite similar. However, at the shortest wavelengths, the 1294 K 
blackbody furnace calibration response function rose very rapidly (Fig. 6) whereas the response function that 
resulted from a quartz lamp calibration is well behaved and finite (Fig. 7).  
 
The internal blackbody reference temperature T0 is always about 300 K. In Fig. 6, the steep rise at the shortest 
wavelength is attributed to the fact that at these very short wavelengths, the detector output voltage signal S(λ) 
in the numerator is just constant noise (i.e. poor signal to noise), since a blackbody furnace at 1294 K just does 
not emit enough radiation to produce any detectable output voltage, whereas the denominator is a very small 
magnitude non-zero Planck function quantity given by that temperature. The resultant division is the steeply 
rising (exploding) quantity in the response function curve. On the other hand, the very high intensity radiation 
emitted by the quartz lamp produced good signal to noise voltage signals in the detector, which when divided 
by a much larger non-zero Planck function quantity (because of a much higher temperature), resulted in a 
properly behaved response function curve in Fig. 7. Herein lies the advantage and importance of a calibration 
using a high temperature radiation source.  
 
Conclusion 
 
Multiwavelength pyrometry calibration can take advantage of the greater radiation emission intensity at short 
wavelengths afforded by the quartz halogen lamp to obtain a more accurate (calibration) response function at 
short wavelengths. The temperature of a blackbody furnace was measured with thermocouples. This blackbody 
furnace temperature was used to calibrate the multiwavelength pyrometer, which was then used to determine the 
operation temperature of a quartz halogen lamp filament (operated at 90 watts electrical power). The radiation of 
the quartz lamp filament at this operation temperature was used to calibrate the multiwavelength pyrometer. After 
this calibration by this quartz lamp, the multiwavelength pyrometer was used to measure the temperature of the 
original blackbody furnace. The temperature obtained was the same as that measured by thermocouples. 
Calibration of the multiwavelength pyrometer using a quartz halogen lamp has therefore been shown to be 
feasible.  
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Fig. 1 Radiation Spectrum of Quartz Measured by a Blackbody Furnace Calibrated Spectrometer 
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Fig. 2 Quartz Lamp Filament Temperature of 3156 K Determined by Two Fitting Straight Lines’ Intercepts.  

Poor data at the very short and very long wavelength regions are due to poor signal to noise. The short  
wavelength data region is from about 0.5 to 1.5 µm region, the long wavelength region is from about  
1.5 to 2.5 µm region. 

N
A

S
A

/T
M

—
2001-211124 

5 



 
 
 
 

Spectrum

0.0

50.0

100.0

150.0

200.0

0.0 0.5 1.0 1.5 2.0 2.5
Wavelength, µm

Y

Data

Formula

 
Fig 3. Blackbody Spectrum Recorded by the Quartz Lamp Calibrated Multiwavelength Pyrometer.
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Fig. 4 Blackbody Furnace Temperature = 1294 K Determined From Fitted Line Intercept.  
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Fig. 5 Multiplication Factor Which Removes The Quartz Lamp Effect From a Spectrum. 
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Fig. 6 Response Function determined at 1294 K Using a Blackbody Furnace. 
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Quartz Lamp (3156 K) Calibration
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Fig. 7 Response Function determined at 3156 K Using a Quartz Halogen Lamp. 
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